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HELIUS 300 HELIUS 600 

Excite Source: 50KV/4W Ag Anode,  
Max 80μA  x-ray tube 

50KV/4W Ag Anode,  
Max 80μA  x-ray tube 

Detector: Si-Pin SDD 

Standard Calibration: Alloy Alloy 

Optional Hardware:  3mm collimator CCD 
camera 

Optional Calibrations: 
(3 available) 

• Coating 
• Precious Metal 
• Soil 

• Coating 
• Precious Metal 
• Soil 

Light Element Detection: No Yes 

Bench-top Test Stand Hands-free way to measure samples. Fully shielded to protect opera-
tor from primary or scattered radiation.  
 

Portable Test Stand Folds down for transport. Hands-free way to measure samples.  
Fully shielded to protect operator from primary or scattered  
radiation.  

Backscatter Shield Flexible and rugged shield that attaches to the instrument nose. This  
shields the user from any backscattered energy during analysis. 
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Instrument Weight 1.51kg 

Instrument Dimensions 22 x 9.1 x 27.6cm 
8.66” x 3.58” x 10.86” 

Ray Tube Ag target 50kV max. 80μA max. 

Maximum Power of Ray Tube 4W 

Filter Wheel Multi position automatic filter changer 

Resolution HELIUS 300:  140eV FWHM 
HELIUS 600:  129eV FWHM 

Display Screen 5” colour touch screen 

Electronic System  Quad Core 

Battery 2 Lithium Ion batteries 

Shell Structure Aluminium alloy: PC and aBS watertight 
material. 

Storage Capacity 8GB SD (over 100,000 data storage) 

Connection USB and WiFi 

Report Production Method MS Excel and .TXT 

PC Software ARUNSPEC 

Operating System Android 

X-ray beam closing method Air detection sensor off method 

Basic Alloy Grade Detection Speed Under 5 seconds 

Grade Library Database 1,600+ 

Small Point Collimator Optional 

• Waterproof and shockproof box 
• 2 Lithium Ion batteries 
• Instructions + quick instructions 
• Cable 
• ARUNSPEC software 
• Charger 
• Alternate Kapton window film 
• Standardisation sample (316) 
• Power adapter (9V 2A) 
• Memory stick (32G) 
• Wrist band 
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